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Power track infeed

3 Product Details :

. Power track infeed

- lengths are available from
: 24" to 144" in 12" incre-

: ments. Infeed is used to

. connect the Thread system
. to building power.

. Power track lengths are :
. available from 24" to 144" in
© 12" increments. It connects
. to an infeed to distribute

. power.

- Connectors, four vari-
- eties: Blank (No power :
- access), one-door low profile :
. (provides one access point
- utilizing Steelcase's propri-
- etary low profile plug), two-
- door low profile (provides

: two access points utilizing

- Steelcase's proprietary low
- profile plug), and the NEMA
. monument, which provides
- four standard three-prong

- plug (NEMA 5-15) recepta-
. cles.

30"

Power hub is available in
- lounge height and desk

- height and with a standard

- three-prong plug or

- Steelcase’s proprietary low-
- profile plug. The hub pro-

- vides a user interface for

- power that is off the floor

- and capable of moving :
- around the space. It features -
- an integrated cord wrap in
- the design of the base.
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Thread

Thread, Power Track and Power Track Infeeds, continued

Technical Electrical Information and Power Planning

. The Thread system is listed as a 20 amp branch circuit. It utilizes three standard 12

: gauge wires (hot, neutral, and ground). When more than one circuit is required to support a

. space or application, additional circuits will need to be provided using Thread power track

. infeeds connected to other circuits in the building. The number of circuits available to pull from
: will be determined by building construction. Please consult your electrician if you are unsure

. of the building power capabilities.

. The Thread power track infeed begins with a universal connector that is capable of

. connecting to any standard 1/2" conduit or other listed product such as Wiremold or Panduit.

: The building electrical supply connection must be performed by a licensed electrician. Please
. consult with your electrician if you have questions regarding what type of conduit will be used.

- UL limits the number of receptacles on a single circuit to 10, but our connectors count

. differently than typical wall mounted receptacles.

. -Blank covers do not count towards the number of receptacles because no access points
are present

-One door and two door low profile connectors each count as a single receptacle

-NEMA monument counts as two receptacles

-Hub counts as zero receptacles

. Due to voltage drop, the National Electric Code (NEC) recommends that the distance

. between the building circuit box and the user access point not exceed 75-150 feet (depend-

: ing on gauge of wires running from the building circuit box to the Thread infeed junction).

. Since the distance from the Thread infeed junction to the building circuit box may be difficult to
. ascertain, we recommend planning conservatively for the total distance of any individual

. Thread branch and keep it as short as possible. Thread branches longer than 70 feet may risk
: contributing to voltage drop exceeding acceptable levels.

. Listing categories: Thread power track is listed as a multi-outlet assembly and is consid-
. ered a 20 amp branch circuit, which means it meets the same requirements as the hard wire
. outlets in the wall. The power hub is listed as a relocatable power tap (RPT, which means it is
. treated the same as a typical power strip). The plug adapter is listed as an accessory to the

. Thread system.

UL 5 is the standard for multi-outlet assembly (which correlates to article 380 in the National
. Electric Code) and UL1363 is the standard for RPT, but has no direct correlation in the NEC.

Circuit breaker

The power hub has a circuit breaker in the base that is intended to trip should excessive

- power draw occur. If the total draw from all receptacles on a hub exceed 15 amps, the breaker -
- will trip and a black button will pop out of the base where it meets the stalk. Pressing the black -

- button back in will reset the circuit.
It is important to plan for expected power consumption in a given application to ensure

- enough infeeds are present to prevent tripping the circuit breaker either at a hub or at the
- building circuit box.
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: Applications :

. Floor Specifications

. The Thread power distribution system is intended

. for indoor use / dry locations only. It is designed to be used

. with carpet and works best with carpet tiles, though broad-

. loom carpet may also be used. Each connector in the system
. will require a hole to be cut in the carpet to permit access to

. the system. This is true for every connection point, even if

. only using a blank cover where no power access is needed.

. For this reason, we strongly recommend carpet tile over

. broadloom carpet. See installation guide for tools and

. direction.

. Each piece of Thread power track or power track
. infeed must be fastened to the subfloor using one screw at

. each end of the track and one additional screw every 48".

. This means for power tracks that are shorter than 48" only

. two screws are required. For tracks 60" to 96" in length, three
. screws are required and for tracks longer than 96", four

. screws are required. Connectors require additional screws in
. to the subfloor. The track itself has multiple holes to allow itto :
. be screwed down and has many more holes than are

. needed. For example, at the end of each track you will find

. four holes placed closely together but only one screw needs
. to be used. The extra holes are available in case of a dam-

. aged screw or some form of interference in the subfloor (like
. arock in concrete) that might prevent a hole from being

. used. The same is true for holes all the rest of the way down
. the track; there are holes on both sides of the track and they
. are placed approximately every 12" to provide multiple

. options in case of interference in the subfloor. Please see

. installation guide for detailed instructions regarding this topic,
. including recommended types of fasteners and locating pilot
. holes.

. A power track infeed may be installed perpendicular to
. awall or at any angle between 45° and 135°. However, it

. should be noted that once the infeed track is installed, all

. subsequent track connections will be either inline or at right
. angles to this track. There is no ability to create an angled

. connection between two tracks. Please refer to the installa-

. tion guide for detailed instructions and drawings.

. The Thread system does have some flexibility to accom-
: modate uneven floors, however flooring elevation changes

. greater than 1/8" must be filled in or sanded down to even out
. the surface. The area underneath and immediately surround-
. ing a junction (connector of any type, including a blank) must
: be flat within /16" in a 9" radius from the center of the junc-

. tion. The Thread system is not designed for use on raised

. floors, across building expansion joints, or in areas where it

. will be subject to constant or rolling loads heavier than

. people. Please refer to the installation guide for additional

. detalils.

. For connectors that will be in an ADA defined

. egress location, in order for the low-profile connector to

. be considered ADA compliant, the carpet thickness (including
. pad) must be between 0.225" and 0.450". Carpets thicker

. than 0.450" will not work with the Thread system and carpets
. thinner than 0.225" may be used but will not be ADA compli-
. antin egress locations.

Floor covering materials such as tile or wood are
. not compatible with the Thread system.
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Thread

Power track infeed
24" to 144"
(12" increments)
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Power track
24" to 144"
(12" increments)

. The length of a track is measured from the center of

. one connector to the center of another connector; a 24"

. power track by itself may not be precisely 24". This is

. intended to simplify planning and layouts.

. Note: While this system has been developed to minimize its

. impact on the physical environment and to work with a broad
. range of existing furniture, certain conditions exist that may

. create undesirable interactions with other products. One

. example is the use of sled-base chairs since it may not sit flat .

. when interacting with the track or connectors. Chairs utilizing
. pneumatic cylinders with minimum clearance of less than V2"
. should be used with care as the bottom of the cylinder can

. catch on a connector cover or on the slightly raised profile of
. the track beneath the carpet. Steelcase always strives to

. exceed the /2" clearance on our seating products but if you

. identify a seating product that does not have this level of

. clearance, a spacer ring is available from our service parts

. that can be placed between the cylinder and the base to

. increase the clearance. Please see part number

. 895446201SR in the Service Parts catalog, or part number

. 895446201MP for a quantity of 10 spacers.

. Notice Regarding Installation: Thread must be

. anchored to the building floor for safe and proper use.

. Building construction varies and there may be components

. hidden below the floor surface that must be avoided when

. drilling holes to anchor the power track infeed and power

. track. Sub-flooring, including concrete, may contain electrical
. wiring, structural cabling, radiant heating lines, etc. To

. avoid potential property damage or unsafe conditions,

. consult with the building's architect or Engineer of Record to
. plan accordingly.
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Thread

Thread Plug Adapter

Required to Specify

Standard Includes
» Need help? « Plug adapter Style number
Product details, «+ Low profile plug end: 6053 Seagull plastic
page 276
Related Products
+ Power hub » Page 281
» Page 283

+ Power track
« Power track infeed

Specification Information

» Page 282

-Dimensions - Style -U.S.
: D w H : Number . Price
834" 2" 112" PFLADPTR $50

*

For Canadian Pricing
Multiply U.S. Price by the
Canadian price factor.

» See page 1 for details.
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Thread

Thread Power HIIb Thread Power Hub

Standard Includes Required to Specify

» Need help? + Power hub: 7360 Merle paint 1 Style number
Product details, + Six NEMA outlets (three on each side) 2 Options, if selected (see below)
page 276 « Integrated cord wrap

* Reset button
» Weighted base
+ Power cord with low profile plug or NEMA plug

Tip: Plugtop cap finish is Options U.S. Price Required to Specify
6053 Seagull. Hub recepta-  Surface + 7360 Merle No cost Specify with 7360 Merle.
cle faceplates are 7360 Materials + 4799 Platinum Metallic +$10 Specify with 4799 Platinum Metallic.
Merle. + 4140 Arctic White Gloss +$18 Specify with 4140 Arctic White Gloss.
Tip: Power cord is 5'in Height + 30" lounge height No cost Specify with lounge height.
length. Options + 37 18" desk height +$ 5 Specify with desk height.
Tip: 30" high power hub's - : : N
lowest user interface is 22" Plug + Low profile plug No cost Specify with low profile plug.
off the floor. 37 1/&" high Configuration + Standard NEMA three-prong -$25 Specify with standard NEMA three-prong
power hub’s lowest user Options plug plug.
intertace is 28" off the floor. Related » Power track » Page 283
. . Products » Power track infeed » Page 282
. 3/
,735,; le\;eeck Is 19/4" wide and * Plug adapter » Page 280
o « Connector » Page 284
Tip: Head is 2" wide and
11/2" deep.
Specification Information
*Dimensions + Style +U.S.
- Diameter - Number -Base
. : - Price
8" PFLHUB $415
For Canadian Pricing
Multiply U.S. Price by the
Canadian price factor.
> See page 1 for details.
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Thread

Thread Power Track Infeed

Tip: Length of power track
infeed is measured from
center of building infeed to
center of connector.

Tip: Conduit and conduit
collar are not included.

*

For Canadian Pricing
Multiply U.S. Price by the
Canadian price factor.

» See page 1 for details.

282

» Need help?

Standard Includes Required to Specify

Product details,

« Power track infeed
« Power track ramps
page 276 « Infeed cover: 12' of insulated color-coded wires for hard-
wire connection to building power source

1 Style number
2 Options, if selected (see below)

Options U.S. Price Required to Specify

Surface Trim ring finish
Materials + 7360 Merle No cost Specify with 7360 Merle.

+ 7190 Platinum No cost Specify with 7190 Platinum.
Lengths . 24" No cost Specify with 24".

- 36" +$ 28 Specify with 36"

- 48" +$ 56 Specify with 48".

+ 60" +$ 84 Specify with 60".

- 72" +$112 Specify with 72".

- 84" +$140 Specify with 84".

+ 96" +$168 Specify with 96"

- 108" +$196 Specify with 108"

+ 120" +$224 Specify with 120"

- 132" +$252 Specify with 132"

- 144" +$280 Specify with 144",
Related + Power track » Page 283
Products + Power hub » Page 281

* Plug adapter » Page 280

+ Connector > Page 284

Specification Information

-Dimensions - Style -U.S.
‘W H - Base
: - Price

PFLTRKINF $230
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Thread

Thread Power Track Thread Power Track

Standard Includes Required to Specify

» Need help? + Power track 1 Style number
Product details, » Power track ramps 2 Options, if selected (see below)
page 276
Options U.S. Price Required to Specify
Tip: Length of power track is Lengths . 24:: No cost Specify Wl:fh 24::.
measured from center of . 36" +$ 28 Spec!fy W’.m 36,,‘
connector to center of - 48 +$ 56 Specify with 45".
another connector. + 60 +$ 84 Specify with 60".
- 72" +$112 Specify with 72".
- 84" +$140 Specify with 84".
- 96" +$168 Specify with 96".
- 108" +$196 Specify with 108"
« 120" +$224 Specify with 120"
- 132" +$252 Specify with 132"
- 144" +$280 Specify with 144",
Related + Power hub » Page 281
Products + Power track infeed » Page 282
* Plug adapter » Page 280
» Connector » Page 284

Specification Information

*Dimensions + Style +U.S.
‘W H - Number -Base
. : - Price
8" 3/4" PFLTRK $200
For Canadian Pricing
Multiply U.S. Price by the
Canadian price factor.
> See page 1 for details.
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Thread

Thread Connector

Standard Includes

Required to Specify

1 Style number
2 Options, if selected (see below)

Required to Specify

Specify with 7360 Merle.

Specify with 7190 Platinum Solid.
Specify with 6527 Merle.

Specify with 6249 Platinum.
Specify with 4990 Perfect Match.

» Need help? + Connector cover: 7360 Merle paint
Product details, « Connector trim ring: 6527 Merle plastic
page 276 « Fillers: 6000 Black
« Hardware
Options U.S. Price
Tip: The connectors are only ~ Surface Cover
available with textured paint. ~ Materials + 7360 Merle paint No cost
When using perfect match + 7190 Platinum Solid paint No cost
paints, only textured paints « 6527 Merle plastic No cost
will be permitted. + 6249 Platinum plastic No cost
+ 4990 Perfect Match paint +$103
Trim ring
+ 6527 Merle plastic No cost
+ 6249 Platinum plastic No cost

Specify with 6527 Merle.
Specify with 6249 Platinum.

Tip: NEMA monument is NEMA cover and trim ring

plastic molded. Specify with + 6527 Merle plastic No cost Specify with 6527 Merle.
6527 Merle plastic or 6249 * 6249 Platinum plastic No cost Specify with 6249 Platinum.
Platinum plastic. Paint, * 6249 Platinum plastic No cost Specify with 6249 Platinum.
including perfect match
paint, is not available. Configurations - Blank low profile connector, No cost Specify with blank low profile connector.
91" diameter x ¥4" height
+ One-door low profile +$ 25 Specify with one-door low profile
connector, 912" diameter connector.
x 34" height
+ Two-door low profile +$ 50 Specify with two-door low profile
connector, 912" diameter connector.
X 4" height

NEMA monument connector +$ 75
91" diameter and 212" height

Specify with NEMA monument connector.

Related
Products

Power track
Power track infeed
+ Plug adapter

Specification Information

> Page 283
» Page 282
» Page 280

Style -U.S.
- Number -Base

- Price

PFLCNCTR $150

*

For Canadian Pricing
Multiply U.S. Price by the
Canadian price factor.

> See page 1 for details.
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Understanding and
Specifying media:scape
Tables

/e,

Statement of Line 286

Product Details

3
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media:scape Tables 290
media:scape TeamStudio 292
media:scape Table — Wiring and Cabling 294
media:scape Table — Data Cable Routing 297
Under the Hood 298
media:scape Digital Upgrade Packages 300
Dimensions — media:scape Tables 302
media:scape Features Comparison 304
Wall-Mounted Shrouds 305
Dimensions — media:scape Wall-Mounted Shrouds 306
Camera Ledges 310
CODEC Cases 311
media:scape PUCKs 312
media:scape Virtual PUCK 314
]
Specifying
Lounge-Height Tables 316
Desk-Height Tables 318
Stool-Height Tables 322
Cable Track for media:scape TeamStudio 327
Seismic Anchor Brackets 328
Wall-Mounted Shrouds 330
Video Conferencing Components 332
Electronics 334
media:scape Digital Upgrade Package Standard 335
media:scape Digital Upgrade Package Lite 336
media:scape PUCKs 337
media:scape Virtual PUCK 338
Steelcase Application Server 339
]
Surface Materials 398
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on

media:scape Tables

Statement of Line

media:scape Tables

Lounge-Height Tables

Small D-Shaped Pear-Shaped Lounge- Round Lounge-Height

Lounge-Height Table Height Table with Table

with Attached Totem Attached Totem Understanding
Understanding Understanding > Page 290

» Page 290 » Page 290 Specifying
Specifying Specifying > Page 316

» Page 316 » Page 316

Desk-Height Tables

Square Desk-Height Rectangular Desk-Height Pear-Shaped Desk-Height Small D-Shaped Desk- Medium D-Shaped

with Attached Totem with Attached Totem with Attached Totem Height Table with Desk-Height Table with
Understanding Understanding Understanding Attached Totem Attached Totem
» Page 290 » Page 290 » Page 290 Understanding Understanding
Specifying Specifying Specifying » Page 290 » Page 290
» Page 318 > Page 318 » Page 318 Specifying Specifying
. » Page 318 > Page 318

Large D-Shaped Desk- Capsule Desk-Height Table Offset Desk-Height Table Square Desk-Height Round Desk-Height

Height Table with with Attached Totem with Attached Totems Table Table
Attached Totem Understanding Understanding Understanding Understanding
Understanding » Page 290 » Page 290 » Page 290 » Page 290

> Page 290 Specifying Specifying Specifying Specifying
Specifying » Page 318 » Page 318 » Page 318 » Page 318

> Page 318

Capsule Desk-Height Rectangular Desk-Height Medium D-Shaped Large D-Shaped

Table Table Desk-Height Table Desk-Height Table

Understanding Understanding Understanding Understanding

> Page 290 > Page 290 » Page 290 » Page 290

Specifying Specifying Specifying Specifying

» Page 318 » Page 318 » Page 318 » Page 318
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